Chapter 6. Magnets

Frederick Mills and Jean-Francois Ostiguy

6.1. Introduction

To accelerate and deliver 1 MW of beam power at 16 GeV while keeping space charge in-
duced tune shift and tune spread at acceptable levels, the Fermilab Proton driver uses rapid
cycling magnets with unusually large apertures. Space charge mitigation is accomplished
by spreading out the charge both transversely and longitudinally. The aperturesize, whichis
aprincipal cost driver, is determined not only by the need to accommodate large transverse
beam sizes to reduce the tune shift, but also to keep losses at alevel compatible with safety
requirements. The chosen magnet apertures should be adequate to keep the worst case in-
jection losses below 10 %, that is 2.5 kW out of the 25 kW total beam power at injection.

Aside from the fact that large stored energy and rapid cycling lead to substantial power
supply costs, many aspects of the proton driver magnets are chalenging, including high
voltage insulation, eddy-current power loss minimization and eddy current induced field
errors compensation.

It isworth mentioning that because the space charge tune shift scalesas f~1y 2, increas-
ing theinjection energy — currently set to 400 MeV by the existing FNAL linac—would sig-
nificantly reduce the cost of magnet and related subsystems and possibly reduce technical
risksas well, a the expense of more linac rf. A detailed discussion of the trade-offs can be
found in Appendix B.

The presence of large energy dependent space charge tune shift and tune spread dictates
the need for tight tracking between the quadrupol e and bending dipole magnets during the
entire acceleration cycle. Quadrupoletracking error is effectively equivalent to momentum
offset error and resultsin a tune shift of magnitude

Av = &uncorrected {% - A_BB] (6.1)
A(G/B)
& uncorrected { (G/B) } (6.2

where % and %B are respectively the relative gradient and main dipole field errors. Note
that thetunevariationisproportional to & jncorrected, the uncorrected chromaticity because, in
the context of aquadrupoletracking error, thereisno closed orbit error and the chromaticity
correction sextupol es have no effect.

The magnitude of the tolerable tune shift is arguable. Although tracking is expected to
becomeless critical as energy increases, in the context of thisreport, we conservatively de-
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mand that
Av < 0.01 (6.3)

during the entire cycle. Thisrequirement is based on the | SIS experience, where the ability
to control the tune at that level was shown to be necessary in order to avoid specific reso-
nances at extraction. Whileit is possible that the upper limit for the tolerable tracking error
induced tune shift may turn out to be be larger, this report errs on the conservative side, in
absence of the availability of detailed smulations.

In some machineslike the Fermilab Booster, good tracking is naturally achieved by em-
ploying combined function magnets operating well below 1 T, far away from saturation. In
contrast, the Proton Driver lattice is based on separate function magnets with main bending
dipolesoperating at an aggressive 1.5 T peak field. Thisfield was chosen to simultaneously
make the circumference ratio between the Main Injector and the Proton Driver asimple ra-
tional fraction (for synchronous beam transfers) and minimize the space charge tune shift,
which is proportional to the machine circumference. While the magnet transfer function
starts deviating from linearity above 1 T, this can be compensated for by a combination of
careful guadrupole and dipole saturation matching supplemented by an active quadrupole
correction system. Admittedly, 1.5 T isnot avery precisely defined limit; however, itisfar
to say that above 1.5 T, the nonlinearity becomes too substantial for active correction to be
practical.

6.2. Dipoles

6.2.1. Design Considerations

The Proton Driver dipoleis a conventional H-magnet design with Rogowsky profiled pole
edgesto help maintain field homogeneity at higher excitations. Thelamination cross-section
is shown in Figure 6.1 and a list of relevant parametersis presented in Table 6.1. The
dipoles are excited so as to produce a magnetic field strength of the form

B(t) =By—B; COS((AJt) +0. 125815”'1(2(11) (6.4)

whereBy istheinjectionfield, By isthemagnitude of thefundamental component and w/2m=
f = 15 Hz. The second harmonic component is introduced to flatten the RF accelerating
voltage, resulting in substantial RF system cost savings. Both the magnetic field ramp and
itsderivative are shown in Figure 6.3. Field homogeneity over the largest possible fraction
of the physical apertureisobtained by shimming the pole pieces edges. The shim effective-
ness can be estimated theoretically using formulas devel oped by K. Halbach [1]. Referring
to Figure 6.4, assumethe origin of the x-axisis Situated exactly at the pole edge and that the
pole continuesto infinity for x > 0. At any fixed horizontal position x and, in particular at
x = 0, the complex field is an even function of the vertical position y can be expanded in a
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Table 6.1: Proton Driver Main Dipole Magnet Parameters

Max Stored Energy (5.1655 m) 0.336 MJ
Inductance (low field) 3.07 mH /m
Inductance (@ 1.5 T, with saturation) 2.88 mH /m
No of Turng/pole 2(parallel) x 12=24

Transfer Constant (linear, pL = ) 2.365 x 10~4 T/IA
Peak Dipole Field 15 Teda
Peak Current (M17, including saturation) 6720 A
Steel Length 5.1655, 4.1924 m
Conductor Dimensions 37x37 mm?
Conductor cooling tube dimensions 81D, 100D mm
Conductor Packing Fraction 80% (approx)

Physical Aperture 5x 12.5 in?
Good Field Aperture 5x 9.0 in?
Coil Area 0.105 m?
Lamination Area 1.109 m?
Lamination Thickness 0.014 in
Lamination Materid M17 Sted

Core mass (5.1655 m magnet) 44,900 kg
Coil mass (5.1655 m magnet) 10,700 kg
Maximum Terminal Voltage (16 GeV, 5.1655 m magnet) | 5 kV
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Figure6.1: Proton Driver dipole cross-section.

Fourier series of theform
. > nTj
Hy+jHe= > Cnexp% (6.5)
n=—oo
where gisthetotal vertical gap and theC,, are complex constant coefficients. Sincethetwo-
dimensional complex magnetic field in the aperture region must be an analytic function,
(6.5) can be analytically continued over the entire aperture region

Hy + jHx = n_imcn exp%Iz (6.6)
where z= x+ jy. The coefficients C, must vanish for n > 0 since
e o x e (67)
Thus,
Hy+ jHx = n_i,oc” exp%Iz (6.8)

Note that Co = Hyo represents the field deep into the aperture region. Let d be the the pole
overhang, as shown in Figure 6.4. Without shims, the first few low order harmonics domi-
nate the field deviation from uniformity. Considering only thefirst (n = —1) harmonic, the
field error at the edge of the good field regionis

AB  AHy —md
where 1
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Figure 6.2: Proton Driver dipole flux lines.

A properly designed shim should suppressthefirst few spatial harmonics. Assume, for sim-
plicity, that only the thefirst harmonicis suppressed. Inthat case, the second dominates and

AB  AH _omd
A5 _ Ay | exp—2™ (6.11)
B Ho 0P

In practice, one needs to consider more than one harmonic in order to accurately determine
field homogeneity. Nevertheless, Halbach found that a ssmple two-parameter empirical re-
lation of the form

AB —Ad

is generally adequate. The valuesof A1 and A, are obtained by fitting results obtained nu-
merically from two-dimensional calculations. In absence of shims, Halbach found that the
overhang necessary to achieve afield homogeneity %B fitsthe relation

(6.12)

2d/g= —0.36Iog(A—:)—O.9 (6.13)

assuming that good field means %B < 1.0x 1073, withg = 5in, one gets
d~4.0in (6.14)
Similarly, with shims, Halbach finds that the amount of necessary overhang fitstherelation
2d/g= —0.14Iog(A—:) —0.25 (6.15)

that is, once again, with 22 < 1.0x 103 and g=5in,
d~18in (6.16)

Note that theempirical coefficientsA, =1/0.36 =2.78 and A, = 1/0.14 = 7.14 are not too
different from the values Ttand 21t predicted by the single dominant harmonic assumption.
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Figure 6.3: Magnetic field ramp and its derivative for 16 GeV operation (Bg = 0.7923 T,
B, = 0.6876 T). The RF accelerating voltage is proportional to the derivative of the mag-
netic field.

Halbach's formul ae predictions are approximate and in principle, it should be possible to
achieve better homogeneity with a complex shim. However, they provide a safe and con-
servative estimate. Figure 6.5 compares calculated low excitation field homogeneities for
shimmed and unshimmed versions of the Proton Driver dipole magnet. The shim used in
this example is a Ssmple one-parameter rectangular shim.

The magnet cores are assembled from 0.014 in (29 gage) thick Si-Fe M17 laminations,
of the type used in power transformers. For Si-Fe at 15 Hz, the skin depth d ~ 1 mm =
0.040in. In principle, one could use even thinner laminations to further reduce losses, but
they become hard to handle.

Comparedto low carbon steel used in dlow ramping accelerators, Si-Fehastheadvantage
of reduced coercivity and conductivity; this helps reduce hysteresis and eddy current losses
respectively. In principle, Si-Fe should be marginally more expensive to produce than low
carbon steel; in practice, economies of scale and widespread availability dueto applications
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Figure 6.4: l1dealized semi-infinite dipole magnet with pole overhang d and full gap is g.
The horizonta origin is exactly at the outer edge of the pole and the field deep inside the
apertureregionis uniform.
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Figure 6.5: Proton Driver dipole field homogeneity at low excitation.

in the power industry more than compensate for this.

Virtualy all manufacturer dataon hysteresisand eddy current |ossesin Si-Fecorresponds
to measurements performed at 50 or 60 Hz with asinusoidal excitation. While simple scal-
ing laws can be applied to estimate losses at 15 Hz, the Proton Driver magnet excitation
also has a non-zero average component |, which corresponds to the injection energy. The
presence of this component renders the hysteresis loops asymmetric. As aresult, the stan-
dard scaling does not apply. To obtain areliable estimate of the expected cyclic core losses,
measurements were performed on a small core made out of M17 laminations. The results
are summarized in Figure 6.6.

Macroscopic eddy current losses scale like the square of the frequency and the square
of the peak field. In order to keep coil losses at reasonable levels, it was found necessary
to use a special water cooled stranded conductor, as illustrated in Figure 6.7. This type of
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Figure 6.6: M17 Cyclic Stedl loss measurements.

conductor isavailablecommercially from at least two sources. The strands can be made out
of either aluminum or copper. Whilefor the former, inter-strand insulation is naturally pro-
vided by alayer of aluminum oxide, for the latter, athin coat of “enamel” such as polyimide
or polyamide-imideis necessary. Strandsare are periodically transposed to provide uniform
current distribution and lower losses. Ingenera, the computation of conductor eddy current
losses in conductors requires a self-consistent solution of Maxwell’s equations (neglecting
radiation). When the eddy currentsinduced by the quasi-statically computed fieldsare small
with respect to theexternally applied currents, they can be considered asaperturbation. This
isoften the case for eddy currentsinduced in the coils of dlow ramping magnets; thisisalso
the case for stranded conductors.

A quantity of interest istheresistance ratio R, defined as

_Rac 6.17

R Roo (6.17)
where Ry ¢ isthe effective AC resistance, which islarger than the DC resistance Rpy ¢ for
the same net current because of the different spatial current density distributions. Since the
AC losses are proportional to Rac, one can seethat R isactually the ratio between the AC
and the DC ohmic lossest. For the FNAL Booster (0.45in x 0.45 in solid copper conductor
with 0.25 in radius water cooling hole), numerical computations yield ® ~ 2. Assuming
conductors of roughly the same type would lead to R ~ 8 for the Proton Driver whichis
clearly not acceptable. We note in passing that there is practical limit for the size of water
cooled conductor which is set by the surface to volumeratio of the cooling channel (which
scales like 1/r). While the volume of water flowing sets the water temperature rise, the

1In the present context, the term “ AC losses” refers to the total time-averaged losses produced by a periodic current.
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Figure 6.7: Stranded conductor.

surface area determines both the thermal and water flow resistance.

The eddy currentslosses induced in astranded conductor can be estimated in a straight-
forward manner. Consider, acircular strand of radiusr immersed in atime-varyingmagnetic
field B(t) such asillustrated in Figure 6.8. Over the strand area, the magnetic field may be
considered uniform. Using Maxwell’s curl equation for the electric field, it iseasily shown
that the induced eddy current is

Jeddly = oxB (6.18)

provided that issmall enough to be considered as aperturbation with respect to the total cur-
rent. Integrating over the entire strand cross-section, one gets, for the instantaneous power
loss per unit length (for one strand)

Paddy = [ POP(B)” dA (6.19)
21T pr .
- / or3(B)?cos?6 drde (6.20)
0 0
- %‘or“(B)2 (6.21)
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Figure 6.8: A circular strand immersed in a uniform, time varying magnetic field.

Over one excitation period, the rmsaverage of Bis

<B>= ngl (6.22)
Thus, 9
T
and the resistanceratio R _is
Peddy + Poc
= — 6.24
R Poc (6.24)
omrtw’B?
= 14+—-——1 6.25
64 p2J3 (6:29)

For the Proton Driver dipole, w = 30T, Joc ~ 1.92 A/mm?. Magnetostatic calculations
show that the spatia rms average of the magnetic field over the coil cross-section is ap-
proximately 0.27 T when the gap field reaches 1.5 T. Using this value as representative of
B, (althoughit is an overestimation) and assuming 2 mm Cu strands (p = 1.7 x 10~8 ohm-
m), we get

9t (2 x 10~3)4(30m)?(0.27)?

1=
R 64 (1.7 x 10-8)2(1.92 x 105)2

a result which validates the assumption that eddy currents are a perturbation under these
conditions.

~107° (6.26)

Although the AC resistance of the stranded cable is expected to be only dightly larger
thanitsDC resistance, it should be noted that because of the transposition, the stranded con-
ductor is effectively longer than a solid conductor of identical total cross-section.

In order to minimizethe overal inductance of the magnet and keep the voltageto ground
below 5 kV, two pairs of top-bottom pancake coils are connected in parallel to provide the
total magnet excitation.
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Because of the large amount of magnetic energy stored in the magnets and itsimpact on
the power supplies, the ratio of magnetic energy stored in the aperture region as afraction
of the total stored magnetic should be maximized. While profiled poles help maintain field
homogeneity and linearity up to 1.5T, thiscomes at the cost of storing a substantial amount
of energy in the pole fringing regions. No systematic attempt has been made to optimize
the magnet in that regard. 1t islikely that efficiency could be improved somewhat by posi-
tioning conductorsin the mid-plane; this has to be weighed against increased sensitivity of
the field quality on coil positioning and eddy currents as well as the need for mechanically
more complex saddle shaped coils.

6.3. Quadrupoles

6.3.1. Design Considerations

The Proton Driver Quadrupoles are four-fold symmetric magnets. Both the horizontal and
the vertical focusing quadrupolesareidentical. Large aperture iron-dominated quadrupoles
become difficult to build when the poletip field approaches 1.5 T. Notethat thefield is max-
imum not at the pole tip, but near the edges of the truncated hyperbolic pole profiles, and
saturation occurs in these regions first. If the beam occupies a large fraction of the aper-
ture, a four-fold symmetric quadrupole magnet has the advantage of suppressing all field
harmonics except those of order 4n (8n-pole). Thus, the first allowed harmonic is the 12-
pole. In contrast, for an asymmetric lamination with a wider horizontal aperture, the first
allowed harmonic would be the 8-pole. When the field in the aperture (at |east for the cir-
cular region inscribed inside the pole tips) is expanded as a power seriesin (r/rq) —where
ro isthe poletip radius — contributions from each term become rapidly less important with
increasing order.

In order to allow the quadrupole and dipole strength to track each other dynamically, the
guadrupoles are on the same current bus as the main bending dipoles. The number of turns
and the dimensions of the quadrupol eare selected to match aswell as possible the saturation
behavior of the dipoles. Figure 6.11 is a plot of the tracking function as a function of the
excitation current. At 16 GeV, the deviation is on the order of 2.5%.

6.4. Sextupoles

6.4.1. Design Considerations

The Proton Driver sextupole magnets have, just like the quadrupoles, the symmetry of the
dominant multipole in order to suppress lower order field harmonics. The horizontal and
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Table 6.2: Proton Driver Quadrupole Magnet Parameters.

Aperture (Inscribed circle radius) 3.3541 in
Peak Gradient (16 GeV) 8.7494 Teda/m
Peak Current (M17, including saturation) | 6500 A
Steel Length 1.6824° m
Transfer Constant (1 = ) 1.37865 x 10—° | T/m/A
Stored Energy (1.6824 m) 0.052 MJ
Inductance 1481 mH/m
No of Turng/pole 8
Conductor Dimensions 37 x 37 mm?
Conductor cooling tube dimensions 81D, 100D mm
Conductor Packing Fraction 80%
Lamination Area 1.095 m?
Coil Area 0.0929 m?
Lamination Thickness 0.014 in
Lamination Material M17 Sted
Core mass (1.6824 m) 14,500 kg
Coil mass (1.6824 m) 1,400 kg
Max Termina Voltage (1.6824 m) 0.425 kV
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Figure 6.9: Proton Driver quadrupole cross-section.

vertical sextupoles cross-sections are identical; however, the backleg is dimensioned to ac-
commodate the flux required by the strongest magnet. Sextupoles magnets are grouped in
families; the families are powered by independent programmable supplies.
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Figure 6.10: Proton Driver quadrupole flux lines.
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Figure 6.11: Normalized Quadrupole/Dipole strength tracking. At 16 GeV (common bus
current of 6720 A), thedeviation is approximately 2.5%. Theresidual tracking error iscom-
pensated by an active correction system.

6.5. Trim Magnets

Operational experiencewith 1 SIS has demonstrated that good orbit control during the entire
acceleration cycle is one of the keys to loss minimization. Thisis not entirely surprising
since small orbit changes typically result in small tune perturbations caused by changein
overall orbit length and quadrupol e feed-down in sextupol es.

6.5.1. Horizontal Dipole Correction

Dueto space constraintsin thelattice, all 48 main dipole bending magnetswill include extra
windingsto integrate the function of horizontal correctors. Although the magnet described
in this section does not include those windings, this should not pose fundamental difficul-
ties. Nevertheless, it will be necessary to modify the lamination profileto accommodate the
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Table 6.3: Proton Driver Sextupole Magnet Parameters.

Aperture (Inscribed circleradius) | 3.818 in
Peak Sextupole (H,V) 35475 T/m?
Peak Current 2850 A
Steel Length 0.3 m
Max Stored Energy 2980 J
Inductance 2.448 mH/m
No of Turng/pole 4

Transfer Congtant (U = o) 0.016667 | T/m?/A
Conductor Dimensions 15x15 |in?
Lamination Thickness 0.014 in
Lamination Materid M17 Steel
Lamination Area 0.5676 m?
Coil Area 0.0696 m?
Core Mass 1,340 kg
Coil Mass 190 kg
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Figure 6.12: Proton driver sextupol e cross-section.

correction windings. The electrical interconnections needed to suppress the large electro-
motive force induced by the main dipole flux are aso a concern and will introduce addi-
tional complexity. The required horizontal correction is approximately 5 mrad, i.e. 3.8%
of the bending angle of adipole. Full range correction over the entire cycle requires a sup-
plementary peak excitation of 5760 A-turn. The correction range could be reduced at high
energy since it is envisioned that horizontal orbit corrections will be performed by physi-
cally moving quadrupoles.



Figure 6.13: Proton driver sextupole flux lines.

6.5.2. Vertical Dipole Correction

The vertical correctors magnets are of a standard “pole-less’ design, as shown in Figure
6.14. This has the advantage of providing good field quality even under moderate satura-
tion levels. The two coils are excited so as to produce counter-circulating fluxes, resulting
in uniform horizontal field within the interior region, as well as a considerable amount of
flux in the exterior region. The inefficiency is usualy of little concern for such small or-
bit correction magnets although time-varying external leakage flux may affect nearby in-
strumentation. The vertical trims are capable of full range correction (5 mrad) below 3
GeV. There are 8 trims per arc for atotal of 24 in three arcs. Assuming another 12 in three
straights, the total number of vertical trimsis 36.

Table 6.4: Proton Driver Vertica Trim Parameters

No of Turng/pole 3x 48
Max Current (including saturation) | 400 A
Max Field (including saturation) 025 | T

Steel Length 0.25 m
Lamination Material M17
Lamination Thickness 0.014 |in

6.6. Beam Pipelnduced Field Distortion

The presence of high frequency magnetic fields rendersdifficult, if not impractical, the uti-
lization of aconventional beam chamber. The eddy currentsinduced in such achamber lead
to very high resistive losses and significant magnetic field distortion. These effects can be
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Figure 6.14: Vertical trim magnet cross-section.
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Figure 6.15: Vertical trim magnet flux lines.

reduced to a certain extent by making the vacuum chamber thinner; however, it has to be
remain thick enough in order not to collapse. Asdescribed in Chapter 8, variousaternatives
to a conventional beam chamber have been considered. This report assumes that the beam
chamber is eliminated by enclosing both the dipole and quadrupole magnets inside an ex-
ternal vacuum skins. While this approach results in a mechanically more complex magnet
and in difficultieswith out-gassing of magnet |laminationsand electrical coil insulation, itis
arelatively well-established technology. One uncertainty, given the high beam intensity, is
beam impedance minimization. It isenvisioned that thiswill be accomplished by disposing
closely spaced, thin metal strips on the pole face. To prevent eddy current flow, the strips
are connected capacitively magnet-to-magnet.

While there are good reasons to be optimistic, it is possible that the strips may not pro-
vide sufficient impedance reduction. In that case, it may be necessary to resort to a“liner”
similar in spirit to that proposed for the SSC or the LHC. Such aliner isbasically avery thin
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pipe with “random” holesto allow passage of theresidual gas. The randomness of the hole
pattern is necessary in order to avoid the introduction of new resonances.

Whenever avacuum chamber or aliner is present, the time varying dipole field induces
eddy currentswithin the chamber walls. Asmentioned earlier, the magnitude of theinduced
current density is given by

J=0oE = oxB (6.27)

These eddy currentsin turn produce a magnetic field distortion which perturbsthe field ho-
mogeneity. The distortion may be easily computed by subdividing the beam chamber into a
number of filaments. Each of these filaments, assumed to be located between two infinitely
permeable planes separated by a distance g, contribute afield

Hy + jHy = 4'—9 (tanh "(Zzgzé) + coth "(22920) ) (6.28)
The total perturbation is the smply the sum of the filament contributions. The coefficients
of the multipolar expansion of the field about the axis can be determined by differentiating
thissum term by term. Using thisapproach, the multipol esinduced during the proton driver
acceleration cycle have been computed, assuming the parameters presented in Table 6.5.
These parameters correspond approximately to the thinnest eliptical chamber capable of
withstanding vaccuum pressure without collapsing. Note that the multipoles scale with the
chamber thickness and resistivity; therefore, aliner could easily result in a magnetic field
perturbation a few times smaller. If the perturbation is unacceptable, it can be passively
compensated using a scheme which has been successfully implemented in the Brookhaven
AGS Booster [3, 4]. Basicaly, afew turns of wire are fixed to the vacuum chamber. and
the current in these wiresis driven by a small coil wrapped around the pole. Thecircuit is
closed by asmall adjustable resistor.

Table 6.5: Vacuum chamber parametersused for Eddy current field distortion calculations.
The distortion is proportional to both vacuum chamber thickness and wall conductivity.

conductivity | 0.8 x 10° | mho/m | (INCONEL)
wall thickness | 1.27 mm (50 mils)
major radius | 11.43 cm

minor radius | 6.35 cm

magnet gap 12.7 cm

6.7. Research and Development

Fermilab has limited experience with rapid cycling magnets. The Booster magnets were
fabricated more than thirty years ago; because of their relatively low field they were built

6-17



using technology similar to other conventional slow cycling magnets. In part because of an
aggressive 1.5 T field, the Proton Driver magnets will need to use a special type of water-
cooled stranded conductor. While this type of conductor is commercialy available from
the Japanese industry and has been used on alimited basis at KEK, the fact remains there
is limited worldwide accumulated experience with such conductor. In particular, the fol-
lowing issues will require attention: (1) The minimum bending radius for cooled stranded
conductor will be larger than for solid conductor of the same cross-section. Great care will
be needed to engineer ends so as to minimize the longitudinal space allocated for the end
region, especially in view of that fact that each magnet requires two set of coils connected
in parallel in order to keep the inductance and the voltage to ground to acceptable levels. (2)
The technology to make good electrical and mechanical jointsin the conductor will need to
be developed. (3) Whileit is believed that the stranded conductors described in this report
would provide adequate cooling, this needs to be experimentally confirmed.

Another are of concernis high voltage operation. As described in thisreport, the dipole
magnets have amaximum terminal voltage of 5 kV, which is somewhat aggressive. Voltage
to ground insulation is a very important issue for magnet reliability and Fermilab has very
limited experience with high voltage magnet technology. Although trouble spots are often
concentrated in the vicinity of corners, they can be difficult to anticipate because they are
very dependent on details of the magnet geometry that are difficult to include in computer
models. Thework involved in experimentally localizing troublesome high field regionsand
subsequently modifying magnet and coil geometriesto even out electric stress distribution
is potentially tricky and time-consuming.

Finally, high frequency operation will introduce small field distortionsas well as atime
lag between the excitation and the field and the presence of metalic stripsor liner to reduce
high frequency impedance will aso perturb thefield. These effectswill need to be carefully
measured for both the dipole and the quadrupole magnets. Whilethe magnitudesof al these
perturbations can be estimated, in view of the importance of minimizing particle losses, it
would be extremely beneficia to conduct dynamic measurements of the transfer function
(for dipole-quadrupol etracking) and field quality (including hysteresis effects) for both the
dipole and quadrupole magnets. Much of the technology and expertise required could be
developed by measuring an existing Booster magnet. Moreover, independently of the Pro-
ton Driver project, the information collected would be valuable to the existing program to
help understand particle loss in the Booster.
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Figure6.16: Normalized Dipole, Sextupol e and Decapol e variation during the acceleration
cyclefor 16 GeV (1.5 T peak dipolefield.). The parametersin Table 6.5 have been assumed.
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